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Main Features
* Bolted Body - All Forged L
Construction.
« Soft / Metal Seated. S .
‘“% 7 %

» Self Relieving or Double Piston Effect. s

* Anti Blow-Out Stem. 8

* Double Block & Bleed. N .

* Fire Safe API 6FA - APl 607 o N b 05
ISO 14097. e \ : — 63

* Antistatic Device. 56 ™ \ k\\/// é\ 1%;\% \S

* Emergency Sealant Injection 55 N —&/ \—' \ oe
to Stem & Seats. 62 \\\\ _ i 62

* Materials in Accordance to NACE P Eggg;\
MR 01.75 66 o)

* Above / Under Ground Installation.
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01 Body 01 d \
02 Seat / Insert \\\ _x“ i 4 -
03 Ball il
04 Stem
05 Stem cover
06 Flange 63( 54 07/ 5962/ 631 Is52 51
07 Trunnion
08 Ball Support
09 Operator Flange
13 Lifting Lugs —
14 Valve Support 13 09| 54| 56 &‘ . 04 J63 )69
51 Stud
52 Nut ™
54 Screw - il N
55 Thrust Washer 62____ " 75 05
56 Thrust Bearing 717 >
58 Plug 4 /w‘y%é - % L
59 Bleeder 59 7/ — /AN L O £ A 63
62 Seal 08 ///\777777“”// 4 i
63 Gasket 0/ - _ /
66 Sprinq 62 f,,..f'" SR = <4
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